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STORAGE: 

Store rolls in an upright position to avoid deforming rolls. 
Store in a clean, dry location and cover as necessary to  
protect from environmental damage such as extreme cold, 
heat or moisture. 

LIMITATIONS: 

Polyfleece should not be used with ALSAN RS or TRAFIK  
RS resins.

TESTING & APPROVALS:

WARRANTY: 

For more information refer to www.SOPREMA.us or 
contact your SOPREMA representative.

PRODUCT NUMBERS: 

• S972 -  4 in x 50 ft (10.2 cm  x 15.2 m) - Roll 
• S971 -  6 in x 50 ft (15.2 cm  x 15.2 m) - Roll 
• S968 -  8 in x 50 ft (20.3 cm  x 15.2 m) - Roll 
• S970 -  39 in x 50 ft (99.1 cm  x 15.2 m) - Roll 
• S973 -  39 in x 300 ft (99.1 cm  x 15.2 m) - Roll

DESCRIPTION & FEATURES: 

POLYFLEECE is a proprietary non-woven polyester  
reinforcement used in the following waterproofing and 
flashings: ALSAN Flashing, ALSAN Coating AC 401, ALSAN 
Coating SIL 402 & COLPHENE LM BARR.

APPLICATION: 

See specific product installation guides for more information 
on application information using POLYFLEECE.  

POLYFLEECE
 Polyester Reinforcing Fabric

NOA # 22-0523.01FL9779 LARR # 25908

NC # D8245077J



TECHNICAL INFORMATION & TESTING: 

D I M E N S I O N  &  M AS S
PROPERTY VALUE

Length, ft (m) 50 (15.2)

Width, in (cm) 4 (10) 6 (15) 8 (20) 39 (99) 39 (99)

Thickness, mil (mm) 37 (0.9)

Coverage, ft2 (m2) 16.7 (1.5) 25 (2.3) 33.3 (3.1) 162.5 (15) 975 (15)

Weight, oz/ft2 (g/m2) 0.18 (55)

Rolls per pallet 125 75 60 25 12

P H YS I CA L  P R O P E RT I ES
PROPERTY MD XMD ASTM

Tensile strength, lb/in (kN/m) 185 (32.4) 10 (17.5) D5035

Elongation, % 10 75 D5035

Data is represented by typical values, unless noted otherwise.

S H E E T  P R O P E RT I ES
PROPERTY VALUE
Material Non-woven polyester 

Color White
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