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TERMINATE SOPREMA
ALSAN RS MEMBRANER

OUTSIDE EDGE OF WALL. =

CONCRETE OR MASONRY WALL IN
SOUND STRUCTURAL CONDITION.
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PREPARE, LEVEL & PATCH
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W /SUBSTRATE / PATCHING MORTAR PRIOR TO .
: APPLICATION OF SOPREMA 2
ALSAN RS PRIMER & MEMBRANE =
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ROCK BALLAST ('l) PLY SOPREMA ALSAN RS
MEMBRANE FLASHING EXTEND
SOPREMA 4 ('l Ocm) MIN. HORIZONTALLY
FILTER ONTO PREPARED & PRIMED
FABRIC ‘\ SUBSTRATE.
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\\ 4” (10cm) - 4" (10cm)
\; SOPREMA ALSAN RS FIELD MEMBRANE
SOPRADRAIN ECO VENT o 310 QUADRAL DRIVE
SOPREMA. WADSWORTH, OHIO 44281
EXTRUDED POLYSTYRENE INSULATION R Couio orvisien (830) 334-0066
FULL SINGLE PLY MASONRY WALL FLASHING W/OUT COPING CAP
NOTES: SCALE DWN | CHK | APPROVAL DATE
1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS NONE DMT | MT 5/30/07
AND APPROVED DETAILS. DRAWING NUMBER REV
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** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




