y /]_—EXISTING STRUCTURAL MASONRY BACK—UP (TYP.)

EXISTING BRICK VENEER TO REMAIN (TYP.)

NEW METAL THRU—-WALL FLASHING—SET VERTICAL FLANGE
IN CUT—-OFF MASTIC & ANCHOR TO WALL AS REQUIRED

; CUT—IN REGLET 1”7 MIN. DEEP—TUCK PRESATURATED TOP EDGE
OF FLEECE INTO REGLET & FILL W/SOPREMA ALSAN RS RESIN.

EXIST. BRICK-REMOVE COURSING & REPLACE AS
REQ'D FOR INSTALLATION OF NEW BASE &
THRU—WALL FLASHING.
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=4 WEEP TUBE & WICK MIN. 24" O.C. OR AS NEEDED
A (BY OTHERS)
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PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS PASTE
OR ACCEPTABLE PATCHING MORTAR PRIOR TO APPLICATION

i ; SIS SIS
7/ ///)/////{ OF SOPREMA ALSAN RS PRIMER & MEMBRANE (TYP.)
) SIS ST IS
Z SIS TSI (1) PLY SOPREMA ALSAN RS MEMBRANE FLASHING
= T //EXTEND 4” (1OCm) MIN. HORIZONTALLY ONTO
/E\ 1 sz PREPARED PRIMED SUBSTRATE.
o 1 SS S ST S / /|
S /s /%: ASSURE FULL RESIN SATURATION OF
D P /FLEECE & CONTACT W/SUBSTRATE.
0 ;;;;/;;//; SOPREMA ALSAN RS BONDING COAT W/ BROADCAST
v //QUARTZ SILICA APPLIED OVER MEMBRANE.
< ™ SOPREMA ALSAN RS FIELD MEMBRANE
! 4” (10cm) MIN. "
y 310 QUADRAL DRIVE
ESOPREMA WADSWORTH, OHIO 44281
U e— (330) 334—0066
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*+* USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




