:;'_:_-:.'_'-'_I:';/—EXISTING STUCCO TO BE REPLACED OR TO BE REPAIRED
7| _—EXISTING MASONRY & WATERPROOFING FINISH LAYER

/ NEW METAL THRU—-WALL FLASHING—SET VERTICAL FLANGE

[PLOT DATE: 9/6/07

EXISTING STRUCTURAL MASONRY BACK—UP (TYP.)

WP2089

IN CUT-=OFF MASTIC & ANCHOR TO WALL AS REQUIRED

CUT—IN REGLET 1” MIN. DEEP—TUCK PRESATURATED TOP EDGE
OF FLEECE INTO REGLET & FILL W/SOPREMA ALSAN RS RESIN.

WEEP TUBE & WICK MIN. 24" 0.C. OR AS NEEDED (BY OTHERS)

[FILE_NAME:

NEW MASONRY COURSING TO MATCH EXISTING OR OLD WALL REPLACED

AS REQ'D FOR INSTALLATION OF NEW BASE & THRU—WALL.

(1) PLY SOPREMA ALSAN RS MEMBRANE FLASHING EXTEND 47 (10cm)

MIN. HORIZONTALLY ONTO PREPARED & PRIMED SUBSTRATE.

PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS PASTE OR

ACCEPTABLE PATCHING MORTAR PRIOR TO APPLICATION OF SOPREMA

ALSAN RS PRIMER & MEMBRANE (TYP.)

ASSURE FULL RESIN SATURATION OF FLEECE & CONTACT W/SUBSTRATE.
SOPREMA ALSAN RS BONDING COAT W/ BROADCAST QUARTZ SILICA
APPLIED OVER MEMBRANE.

8” (20cm) MIN.

APPROVED PAVERS AS SPECIFIED

L\ L\ ACCEPTABLE DRAINAGE /PROTECTION
BOARD BY SOPREMA.

Q SOPREMA ALSAN RS FIELD MEMBRANE
4” (10cm) MIN, = -
y QUADRAL DRIVE

NOTES:
AND APPROVED DETAILS.

2. APPLY TOPCOAT OF SOPREMA ALSAN RS OVER MEMBRANE & BROADCAST TO REFUSAL WITH KILN—DRIED [SRAWING NUMBER REV
QUARTZ SILICA AT AREAS WHERE NEW MORTAR WILL CONTACT SOPREMA ALSAN RS MEMBRANE. B—9a—RS 0

1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS THRU—-WALL FLASHING REPAIR

= SOPREMA WADSWORTH, OHIO 44281
=  —— (330) 334—0066
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** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




