(1) PLY SOPREMA ALSAN RS MEMBRANE FINGER —
FLASHING. EXTENDED MINIMUM OF 4" ONTO PREPARED
DRAIN BOWL.

PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS
PASTE OR ACCEPTABLE PATCHING MORTAR PRIOR TO
APPLICATION OF SOPREMA ALSAN RS PRIMER &

MEMBRANE (TYP.)
SET DRAIN FLANGE IN ACCEPTABLE

MORTAR—FILL AS REQUIRED TO
DEVELOP A SMOOTH TRANSITION.

(2) PLY SOPREMA ALSAN RS
MEMBRANE FLASHING—EXTEND
HORIZONTALLY ONTO PREPARED
AND PRIMED DRAIN BOWL.
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SURFACE PREPARED AS PER
SOPREMA SPECIFICATION
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ACCEPTABLE DECK DRAIN ASSEMBLY—ADJUST COLLAR A Q_:
AS REQUIRED TO ASSURE TOP OF GRATE IS FLUSH _4_ 4 "
W/WALKING SURFACE. PREPARE DRAIN BOWL AS ' 4 SR
REQ'D. FOR SOPREMA ALSAN RS MEMBRANE g ﬁ ]
APPLICATION.
310 QUADRAL DRIVE
NOTES: WADSWORTH, OHIO 44281
1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS — (330) 334-0066
AND APPROVED DETAILS. TYPICAL PLAZA DRAIN FLASHING
2. METAL SURFACES MUST BE CLEANED AND ABRADED TO COMPLETELY REMOVE ALL COATINGS, DIRT AND SCALE DWN | CHK | APPROVAL DATE
DEBRIS. AFTER GRINDING, WIPE ABRADED METAL WITH SOPREMA ALSAN RS CLEANER AND ALLOW TO NONE |DMT| MT 5/30/07
FLASH OFF BEFORE APPLYING SOPREMA ALSAN RS MEMBRANE. ORAWNG NUWBER " ReV

*+* USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.

PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




