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r_ZQ\CUT—IN REGLET 17 MIN. DEEP, APPLY APPROVED CAULKING AS REQUIRED.

4” MIN.

\PRE—SATURATE EDGE OF SOPREMA ALSAN RS MEMBRANE & TUCK INTO
JOINT.

ONE OR TWO PLY SOPREMA ALSAN RS MEMBRANE WALL FLASHING
BEYOND.

] PREPARE, LEVEL & PATCH SUBSTRATE W/ ALSAN RS PASTE
OR ACCEPTABLE PATCHING MORTAR PRIOR TO APPLICATION

1l OF SOPREMA ALSAN RS PRIMER & MEMBRANE (TYP.)

8” MIN. (20cm)
2” MIN.

SOPREMA ALSAN RS MEMBRANE TARGET FLASHING EXTENDED
MIN. 4" ONTO PREPARED & PRIMED SUBSTRATE.

@ (1) PLY SOPREMA ALSAN RS MEMBRANE FLASHING EXTENDED
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| ASSURE FULL CONTACT OF MEMBRANE W/

| ? /SUBSTRATE & RESIN SATURATION OF FLEECE.

| %

k\§ ) / SOPREMA ALSAN RS
— /FIELD MEMBRANE
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ACCEPTABLE SCUPPER DRAIN ASSEMBLY PREPARE &
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NOTES:

1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS NONE |DMT | MT 5/30/07
AND APPROVED DETAILS.

MINIMUM OF 4” (10cm) ONTO PREPARED AND PRIMED DRAIN BOWL.
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*+* USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.

PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




