DOOR & METAL SILL FLASHING SET IN
BED OF SEALANT (BY OTHERS)

IF VERTICAL HEIGHT OF DOOR SILL IS LESS THAN

6” MINIMUM, EXTEND SOPREMA ALSAN RS FLASHING
MEMBRANE UNDER METAL SILL PLATE & REINSTALL
SILL PLATE IN A BED OF POLYURETHANE SEALANT.

PREPARE, LEVEL & PATCH SUBSTRATE W/
ALSAN RS PASTE OR ACCEPTABLE PATCHING
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MORTAR PRIOR TO APPLICATION OF 3
SOPREMA ALSAN RS PRIMER & MEMBRANE E
(TYP.)
(2) PLY SOPREMA ALSAN RS MEMBRANE
. X FLASHING EXTEND TOP PLY 4" (10cm)
g W 1 MIN. HORIZONTALLY ONTO PREPARED
PRIMED SUBSTRATE.
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Te) ASSURE FULL SATURATION OF
N2 FLEECE & CONTACT W/SUBSTRATE.
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NOTES. (5cm) MIN.  (5cm) MIN.
1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS 510 QUADRAL DRIVE
AND APPROVED DETAILS. g-?“:—g;?fSOPREMA WADSWORTH, OHIO 44281
2 METAL SURFACES,WUST SE CLENED AND ASTUOED 1O CONPLETELY REVOVE AL CONTNGSS, DT AN e
FLASH OFF BEFORE APPLYING SOPREMA ALSAN RS MEMBRANE. SCALE DOOR/ WlN?,v?,lN EH;L Ai';éi,':ﬂ'\é&
3. APPLY SOPREMA ALSAN RS PRIMER TO ALL CEMENTITIOUS AND ASPHALTIC SURFACES. DO NOT APPLY NONE |DMT | MT 5/30/07
PRIMER TO METAL SURFACES. DRAWING NUMBER M—3e—RS RSV

** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




