RAIL POST TUBE SET DOWN
OVER STEEL POST.
TIGHT AND SECURE FIT.

ASSURE FULL SATURATION
OF FLEECE & CONTACT

W/ SUBSTRATE.

EXTEND SURFACE PREP MAX.

1/8” BEYOND LINE OF SOPREMA
ALSAN RS FLASHING & COVER

W/ SOPREMA ALSAN RS RESIN

STEEL BASE FLANGE PLATE
SECURELY MOUNTED AND
FASTENED TO SUBSTRATE.

[PLOT DATE: 10/11/07
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ASSURE TIGHT FIT AND FULL
SECURMENT OF RAIL POST
INSERT SLIP-ON TUBE.

SOPREMA ALSAN RS
FIELD MEMBRANE

SOPREMA ALSAN RS
MEMBRANE COLLAR CUT
INSIDE DIA. SAME SIZE AS
PIPE DIAMETER
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1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS NONE _[DMT | MT 10/11/07
AND APPROVED DETAILS. DRAWING NUMBER b 1b_RS RSV

** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




