EXTEND SURFACE PREP MAX. 1/8”
BEYOND LINE OF SOPREMA ALSAN RS
FLASHING & COVER W/ SOPREMA
ALSAN RS DETAILER

SOPREMA ALSAN RS MEMBRANE
SKIRT WRAPPED AROUND PIPE
W/ 27 (5cm) MIN. OVERLAP  _ 4"uIN
EXTENDED UP THE VERTICAL
SURFACE UP TO THE
HORIZONTAL STEEL SUPPORT.
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NOTES:

POWER TOOL CLEAN TUBE
STEEL PER SSPC—SPJ.

SOPREMA ALSAN RS
DETAILER

SOPREMA ALSAN RS

MEMBRANE COLLAR CUT
INSIDE DIA. SAME SIZE AS

PIPE DIAMETER

SOPREMA ALSAN RS
/FIELD MEMBRANE
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1. DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA GENERAL REQUIREMENTS, APPLICATION METHODS

AND APPROVED DETAILS.

2. ALL SUBSTRATES MUST BE PROPERLY PREPARED AND PRIMED PRIOR TO THE APPLICATION OF ANY ALSAN NONE ™ | RS

RS MEMBRANE..
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** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




