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COLPHENE LM BARR,

NON-INSULATED,

PARAPET WALL WITH METAL COPING
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COLPHENE 180 SANDED OR COLPHENE

SANDED, FIELD PROTECTION COURSE
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1. SOPREMA DETAIL DRAWINGS:  REFER TO SOPREMA AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR ADDITIONAL

INFORMATION.  ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA WARRANTY.  ACCORDINGLY, THE
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COLPHENE LM BARR

EXTEND REINFORCING

FABRIC A MINIMUM OF 3"

VERTICALLY AND HORIZONTALLY

POLYFLEECE OR SOPRAFLASH-R

OVERBURDEN NOT SHOWN

FOR CLARITY, REFER TO

WATERPROOFING OVERBURDEN

DETAILS

COLPHENE LM BARR

CONCRETE DECK

EXTEND COLPHENE LM BARR A MINIMUM

OF 1/2" BEYOND REINFORCING FABRIC

COLPHENE BARR FLASHING

CANT WITH 3/4" FACE

FASTEN TERMINATION BAR AT 8" O.C.

MAXIMUM ALONG TOP LEADING EDGE

COLPHENE LM BARR

COLPHENE 180 FR GR, FLASHING PROTECTION

COURSE, ADHERED WITH COLPHENE BARR FLASHING

EXTEND REINFORCING FABRIC A MINIMUM

OF 4" ONTO WALL FLASHING

COLPHENE 180 SANDED OR COLPHENE 

SANDED, FIELD PROTECTION COURSE

COLPHENE LM BARR

COLPHENE LM BARR

COLPHENE LM BARR

CONCRETE DECK

POLYFLEECE OR SOPRAFLASH-R

COLPHENE 180 FR GR, FLASHING PROTECTION COURSE, 

ADHERED WITH COLPHENE BARR FLASHING


