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SOPRAMASTIC SP1
GRAVEL STOP EDGE
COLPHENE 180 FR GR, FLASHING PROTECTION COURSE,

ADHERED WITH COLPHENE BARR FLASHING
EXTEND COLPHENE BARR A MINIMUM
OF 1/2" BEYOND REINFORCING FABRIC

EXTEND REINFORCING FABRIC A

COLPHENE 180 SANDED, MINIMUM OF 4" ONTO WALL FLASHING

COLPHENE LM BARR FLASHING
COLPHENE 180 FR GR, FIELD PROTECTION COURSE

EXTEND STRIPPING PLY A MINIMUM
OF 3"BEYOND METAL FLANGE

COLPHENE 180 SANDED OR COLPHENE

MINIMUM 4" FLANGE SET IN A FULL SANDED, FIELD PROTECTION COURSE

BED OF COLPHENE BARR FLASHING

SOPRABOARD, FIELD PROTECTION
COURSE

EXTEND REINFORCING

FABRIC A MINIMUM OF 3"

VERTICALLY AND HORIZONTALLY

OVERBURDEN NOT SHOWN

FOR CLARITY, REFER TO
WATERPROOFING OVERBURDEN
DETAILS

COLPHENE LM BARR

COLPHENE BARR FLASHING
CANT WITH 3/4" FACE

COLPHENE LM BARR

POLYFLEECE OR SOPRAFLASH-R COLPHENE LM BARR

COLPHENE LM BARR

CONCRETE DECK

NOTES:

1. SOPREMA DETAIL DRAWINGS: REFER TO SOPREMA AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR ADDITIONAL
INFORMATION. ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA WARRANTY. ACCORDINGLY, THE
DETAIL DRAWINGS ARE NOT OFFERED, AND SHOULD NOT BE CONSIDERED, AS A SUBSTITUTE FOR PROFESSIONAL DESIGN SERVICES.
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USAGE OF THIS DETAIL IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAILS.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.


AutoCAD SHX Text
R

AutoCAD SHX Text
R


	Sheets and Views
	01


	Project Name: 
	LayerConfig: [STATIC CONTENTS]
	US: 
	WPMSTPE: 
	03: 
	02 NOTES: 


	WPMSTPE – Protection Course3: COLPHENE 180 FR GR, FLASHING PROTECTION COURSE, ADHERED WITH COLPHENE BARR FLASHING
	WPMSTPE – Protection Course5: COLPHENE 180 FR GR, FIELD PROTECTION COURSE
	WPMSTPE – Protection Course1: COLPHENE 180 SANDED OR COLPHENE SANDED, FIELD PROTECTION COURSE
	WPMSTPE – Protection Course2: SOPRABOARD, FIELD PROTECTION COURSE
	WPMSTPE – Protection Course Adhesive: COLPHENE LM BARR
	WPMSTPE – Field2: COLPHENE LM BARR
	WPMSTPE - Deck: CONCRETE DECK
	WPMSTPE – Field Reinforcement: POLYFLEECE OR SOPRAFLASH-R
	WPMSTPE – Field1: COLPHENE LM BARR
	WPMSTPE – Stripping Ply: COLPHENE 180 SANDED, 
COLPHENE LM BARR FLASHING



