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WEATHERPROOF MEMBRANE

SLIP COUNTERFLASHING REMOVABLE COUNTERFLASHING
NON-REMOVABLE COUNTERFLASHING
FASTEN FLASHING PROTECTION COURSE AT 8" O.C.
MAXIMUM ALONG TOP LEADING EDGE

EXTEND COLPHENE LM BARR A MINIMUM
OF 12" BEYOND REINFORCING FABRIC COLPHENE 180 FR GR, FLASHING PROTECTION COURSE,

ADHERED WITH COLPHENE BARR FLASHING

COLPHENE 180 FR GR, FIELD PROTECTION
COURSE

COLPHENE 180 SANDED OR COLPHENE

SANDED, FIELD PROTECTION COURSE
EXTEND REINFORCING

FABRIC A MINIMUM OF 8" BEYOND

SOPRABOARD, FIELD PROTECTION
PROJECTED OVERBURDEN SURFACE

COURSE

OVERBURDEN NOT SHOWN
EXTEND REINFORCING FOR CLARITY, REFER TO
FABRIC A MINIMUM OF 3" WATERPROOFING OVERBURDEN

VERTICALLY AND HORIZONTALLY DETAILS

COLPHENE BARR FLASHING &
CANT WITH 3/4" FACE

COLPHENE LM BARR

POLYFLEECE OR SOPRAFLASH-R COLPHENE LM BARR

EXTEND REINFORCING FABRIC A MINIMUM OF 4" ONTO WALL FLASHING

COLPHENE LM BARR CONCRETE DECK

NOTES:
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INFORMATION. ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA WARRANTY. ACCORDINGLY, THE
DETAIL DRAWINGS ARE NOT OFFERED, AND SHOULD NOT BE CONSIDERED, AS A SUBSTITUTE FOR PROFESSIONAL DESIGN SERVICES.

PROJECT: DRAWN BY: SOPREMA TECHNICAL SUPPORT, GGALLOWAY
® NO.: REVISION: DATE:
SOPREMA
. |
TITLE:
US CORPORATE ADDRESS COLPHENE LM BARR;
WADSWOR L O 4e2s1 NON-INSULATED, DATE: 942023 DRAWING NUMBER:
oprema.
i sopremas CURB US.WPMSTPE.05.01

USAGE OF THIS DETAIL IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAILS.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.


AutoCAD SHX Text
R

AutoCAD SHX Text
R


	Sheets and Views
	01


	Project Name: 
	LayerConfig: [STATIC CONTENTS]
	US: 
	WPMSTPE: 
	05: 
	01 NOTES: 


	WPMSTPE – Weatherproof Membrane: WEATHERPROOF MEMBRANE
	WPMSTPE – Protection Course3: COLPHENE 180 FR GR, FLASHING PROTECTION COURSE, ADHERED WITH COLPHENE BARR FLASHING
	WPMSTPE – Protection Course5: COLPHENE 180 FR GR, FIELD PROTECTION COURSE
	WPMSTPE – Protection Course1: COLPHENE 180 SANDED OR COLPHENE SANDED, FIELD PROTECTION COURSE
	WPMSTPE – Protection Course2: SOPRABOARD, FIELD PROTECTION COURSE
	WPMSTPE – Field2: COLPHENE LM BARR
	WPMSTPE - Deck: CONCRETE DECK
	WPMSTPE – Protection Course Adhesive: COLPHENE LM BARR
	WPMSTPE – Field Reinforcement: POLYFLEECE OR SOPRAFLASH-R
	WPMSTPE – Field1: COLPHENE LM BARR



