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COLPHENE 180 SANDED OR COLPHENE

SANDED, FIELD PROTECTION COURSE

COLPHENE LM BARR
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COLPHENE LM BARR

CONCRETE DECK

POLYFLEECE OR

SOPRAFLASH-R

DRAIN BOWL RECEIVER

AS REQUIRED

EXTEND FINGER CUT REINFORCING FABRIC

A MINIMUM OF 2" BEYOND DRAIN BOWL

ROOF DRAIN BOWL (OTHER PLUMBING

COMPONENTS NOW SHOWN)

COLPHENE 180 FR GR, FLASHING PROTECTION COURSE,

ADHERED WITH COLPHENE LM BARR FLASHING

COLPHENE LM BARR

EXTEND COLPHENE LM BARR A MINIMUM

OF 1/2" BEYOND REINFORCING FABRIC

EXTEND FLASHING PROTECTION COURSE A MINIMUM OF 12"

BEYOND DRAIN BOWL AND TO ACCOMMODATE

EXPOSED CONDITIONS

POLYFLEECE OR SOPRAFLASH-R

EXTEND REINFORCING FABRIC A MINIMUM

OF 4" ONTO DRAIN FLASHING

OVERLAP FLEECE

A MINIMUM OF 1"

OVERBURDEN NOT SHOWN FOR CLARITY,

REFER TO WATERPROOFING OVERBURDEN DETAILS

COLPHENE 180 SANDED OR COLPHENE 

SANDED, FIELD PROTECTION COURSE

COLPHENE LM BARR

COLPHENE LM BARR

CONCRETE DECK

POLYFLEECE OR 

SOPRAFLASH-R

COLPHENE LM BARR

COLPHENE 180 FR GR, FLASHING PROTECTION COURSE, 

ADHERED WITH COLPHENE LM BAR  FLASHING

POLYFLEECE OR 

SOPRAFLASH-R


