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ALSAN®
Pre-Cut Fleece 

To make installation of liquid-applied flashings even quicker, SOPREMA 
is proud to offer ALSAN pre-cut Fleece. Designed with speed and labor 
savings in mind, these pre-cut fleece products come ready to install, 
greatly reducing the time needed to field measure and cut rolled 
fleece, reducing waste from scrap and mis-cuts, and improving job site 
efficiency. These pre-cut fleece kits are made from non woven polyester 
reinforcement and can be used with ALSAN RS and ALSAN Flashing. 
They are available for small pipes, large pipes and corners.

Designed for precise, fast labor savings installation 

No wasted fleece scraps or mis-cuts 

For use with all ALSAN RS and ALSAN Flashing products

Ensures proper fleece dimensions without needing to be cut from 

a master roll
ALSAN RS 230 FLASH
A high performance, rapid-setting, 
polymethyl methacrylate (PMMA) liquid 
resin for use in flashing applications. 

ALSAN TRAFIK RS 730 Flash
ALSAN TRAFIK RS 730 Flash is 
composed of polymethyl methacrylate 
(PMMA) based resins that offer rapid set 
times and results in a tough and durable 
trafficable surface.

ALSAN FLASHING
A unique, single component, 
polyurethane bituminous resin 
specifically formulated for liquid-applied 
flashings, details and maintenance 
applications. 

RELATED PRODUCTS

Pre-Cut Fleece Options

RE
LA

TE
D

PR
OD

U
CT

S

Large Pipe Small Pipe Universal Corner



SOPREMA.US      1.800.356.3521                            SOPREMA.CA       877.MAMMOUTH

If you have any questions about this product or its 
installation, please contact your SOPREMA representative.

INSTALLATION INSTRUCTIONS
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Use ALSAN Pre-Cut Fleece to confirm 
with SOPREMA published details. Tape
off the area using masking tape and
dry fit fleece to ensure proper sizing.

REV.028920

Apply ALSAN RS or ALSAN Flashing 
liberally with a brush. Wrap the fleece 
around pipe or penetration and coat 
with an additional layer of ALSAN RS 
or ALSAN Flashing.

Apply ALSAN RS or ALSAN Flashing 
to the taped off field area. Lay ALSAN 
Pre-Cut Fleece into the first coat and 
apply second coating of ALSAN RS or 
Flashing. Remove the tape.

Once cured, apply a final layer of 
ALSAN Flashing or ALSAN RS to the 
pipe and field, extending approximately 
1” past the previous coat. 

If desired, broadcast granules into the 
final coat of ALSAN Flashing to provide 
UV protection, or if using ALSAN RS, 
various additional finish topcoats may 
be applied.


