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COLPHENE LM BARR,

BELOW GRADE WATERPROOFING,

TIE-IN TO BLINDSIDE WATERPROOFING
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1. SOPREMA DETAIL DRAWINGS:  REFER TO SOPREMA AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR ADDITIONAL

INFORMATION.  ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA WARRANTY.  ACCORDINGLY, THE
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DRAINAGE SYSTEM

AND/OR BACKFILL

NOT SHOWN FOR CLARITY

COLPHENE LM BARR

COLPHENE LM BARR

POLYFLEECE OR SOPRAFLASH-R

EXTEND WATERPROOFING MEMBRANE A MINIMUM

OF 6" BEYOND REINFORCED STRIPPING

EXTEND REINFORCING FABRIC A MINIMUM OF

3" BEYOND EITHER SIDE OF TERMINATION BAR

TERMINATION BAR FASTENED

AT A MAXIMUM OF 12" O.C.

COLPHENE BSW H, ADHERED ON VERTICAL

SURFACE WITH COLPHENE BARR FLASHING

EXTEND COLPHENE BSW H A

MINIMUM OF 18" VERTICALLY

MELT BURN-OFF FILM BEFORE

APPLYING COLPHENE LM BARR

POLYFLEECE OR SOPRAFLASH-R

COLPHENE LM BARR

COLPHENE LM BARR


