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COLPHENE SANDED, COLPHENE 180 SANDED n
OR OTHER SOPREMA APPROVED PROTECTION COURSE =
COLPHENE H
125 mils TOP COAT
SOPRA—FLASH UN
SOPRA—FLASH R
COLPHENE H » COLPHENE H
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O U W / ) i
e R i R R By /'.-",/-" R .-"/.-':-"
T S e
N A,
A\ 4 a 3 (%t;nr?) ' b_&
’ N D 4 _ A .
b _ >
: AN
SOPREMA APPROVED SEALANT \—CONCREH-: DECK (PRIME AS REQUIRED)
BACKER ROD
o 310 QUADRAL DRIVE
NOTES: SOPREMA’ WADSWORTH, OHIO 44281
1. SOPRA—FLASH UN FLASHING STRIP SHALL BE 6” WIDE - irereroore srvion (330) 334-0066
AND CENTERED OVER JOINT. EXPANSION JOINT UP TO 1” WIDTH
2.DETAIL TO BE USED IN CONJUNCTION WITH SOPREMA SCALE DWN | CHK | APPROVAL DATE
GENERAL REQUIREMENTS AND APPROVED DETAILS. NONE | TM | JP 1/24,/09
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** USAGE OF THIS DRAWING IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAIL.
PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.




