APPLY ALSAN TRAFIK EP PRIMER & ALSAN
TRAFIK PU TOPCOAT @ FACE OF SLAB WHERE
REQUIRED USING CARE & PROTECTION AS
NEEDED TO AVOID DRIPS & RUNS.

ALSAN TRAFIK PU TOP COAT APPLIED OVER
CURED INTERMEDIATE COAT. WHERE ADDITIONAL
SLIP RESISTANCE IS REQUIRED, BROADCAST &
BACKROLL ACCEPTABLE AGGREGATE

INTO WET TOP COAT.

ALSAN TRAFIK PU INTERMEDIATE COAT
BROADCAST TO REFUSAL WHILE WET W/
ACCEPTABLE AGGREGATE.

ALSAN TRAFIK PU BASE COAT APPLIED
CONTINUOUSLY OVER PREPARED
& PRIMED SUBSTRATE.

ALSAN TRAFIK EP PRIMER APPLIED
TO PREPARED SUBSTRATE.
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\~ ACCEPTABLE SUBSTRATE - PREPARE,
LEVEL & PATCH AS REQUIRED PRIOR TO
APPLYING ALSAN TRAFIK COMPONENTS.

1/4" (6 mm) CHAMFER RECOMMENDED @
CONCRETE PERIMETER TO PROVIDE
STABLE EDGE FOR COATING (TYP.)
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