PIPE OR OTHER ACCEPTABLE
PENETRATION.

ALSAN TRAFIK PU INTERMEDIATE
& TOP COATS AS REQUIRED
EXTENDED 1" (25 mm) BEYOND
ANY COAT BELOW.

MINIMUM

SOPREMA DETAIL DRAWINGS: REFER TO SOPREMA AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR
ADDITIONAL INFORMATION. ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA
WARRANTY. ACCORDINGLY, THE DETAIL DRAWINGS ARE NOT OFFERED, AND SHOULD NOT BE CONSIDERED, AS A SUBSTITUTE FOR PROFESSIONAL DESIGN SERVICES.

ALSAN TRAFIK PU BASE COAT
EXTENDED 1" (25 mm) BEYOND
SEALANT AS DETAIL COAT.

POLYURETHANE SEALANT
CANT BEAD EXTEND ONTO
PENETRATION & DECK
1/2" (13 mm) MINIMUM.

ALSAN TRAFIK PU BASE COAT
EXTENDED 1" (25 mm) BEYOND
DETAIL COAT ONTO PIPE.

ALSAN TRAFIK EP PRIMER

‘/ Z ACCEPTABLE SUBSTRATE.

PREPARE, LEVEL & PATCH
AS REQUIRED PRIOR TO
APPLYING ALSAN TRAFIK
COMPONENTS.
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