FULL APPLICATION OF SPECIFIED
ALSAN TRAFIK PU BASE COAT &
TOP COATS.

APPLY DETAIL STRIP OF PRIMER @ 5 WET
MILS FOLLOWED BY ALSAN TRAFIK PU
BASE COAT @ 30 WET MILS MINIMUM

2" (50 mm) BOTH SIDES OF CRACK.
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4 4 CRACK 1/16" (1.5 MM) MAXIMUM
- v OR LESS WIDTH.

CRACK 1/16” (1.5 mm) or LESS WIDTH

FULL APPLICATION OF SPECIFIED
ALSAN TRAFIK PU BASE COAT &
TOP COATS.

APPLY DETAIL STRIP OF PRIMER @ 5 WET
MILS FOLLOWED BY ALSAN TRAFIK PU
BASE COAT @ 30 WET MILS MINIMUM

2" (560 mm) BOTH SIDES OF CRACK.

a- | ALSAN TRAFIK EP PRIMER APPLIED
TN TO PREPARED SUBSTRATE (TYP.)

ROUTE CRACK 1/4" ( 6mm) WIDE
X 1/4" (6 mm) DEEP & FILL W/
POLYURETHANE SEALANT.

CRACK GREATER THAN
1/16" (1.5 mm) WIDTH.

CRACK GREATER THAN 1/16” (1.5mm) WIDTH
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