
ONTO PREPARED & PRIMED SUBSTRATE.

FROM STEEL ANGLE 4" (100 mm) MIN. HORIZONTALLY 

CONCRETE SLAB/BEAM AS REQUIRED (BY OTHERS).

(1) PLY ALSAN TRAFIK RS 730 FLASH MEMBRANE EXTENDED

CONTINUOUS STEEL SUPPORT ANGLE BOLTED TO

ACCEPTABLE SUBSTRATE PREPARED

PER SOPREMA REQUIREMENTS.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

PREPARE, LEVEL & PATCH SUBSTRATE W/

ALSAN TRAFIK RS 730 MEMBRANE (TYP.)

AFTER PRIMING & PRIOR TO APPLYING

SEE SPECIFICATIONS FOR OPTIONS.

ACCEPTABLE ALSAN TRAFIK RS SURFACING

IF MOVEMENT IS

BACK SURFACING

DEGREASE, POWER TOOL CLEAN METAL PER SSPC-SP3

SYSTEM (BY OTHERS)

TEMPERED GLASS OR SIMILAR RAILING

& APPLY ALSAN RS METAL PRIMER BEFORE FLASHING.

RS FLASH MEMBRANE, MORTAR & SURFACING.

TO ALLOW FLUSH INSTALLATION OF ALSAN TRAFIK

GRIND & RECESS SUBSTRATE AS REQUIRED

1/2" (13mm) MINIMUM

OVER PREPARED & PRIMED SUBSTRATE.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

TO PREPARED SUBSTRATE (TYP.)

MOISTURE MITIGATION PRIMER APPLIED

ALSAN RS PRIMER OR APPROVED

ANTICIPATED HOLD
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