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8" (200 mm) MINIMUM
RECOMMENDED
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ACCEPTABLE SIDING (BY OTHERS)

EXISTING STRUCTURAL OR SHEATHED
BACK-UP WALL (TYP.)

ACCEPTABLE SOPRASEAL VAPOR BARRIER
AS SPECIFIED OR REQUIRED APPLIED
OVER WALL SHEATHING.

METAL COUNTER-FLASHING (BY OTHERS)
SET VERTICAL FLANGE IN SOPRAMASTIC SP1
SEALANT & ANCHOR TO WALL AS REQUIRED.

(1) PLY ALSAN TRAFIK RS 730 FLASH MEMBRANE
EXTEND 4" (100 mm) MINIMUM HORIZONTALLY
ONTO PREPARED & PRIMED SUBSTRATE.

PREPARE, LEVEL & PATCH SUBSTRATES W/
ALSAN RS PASTE (NON TRAFFIC BEARING) OR
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER PRIMING & PRIOR TO APPLICATION OF
ALSAN TRAFIK RS 730 MEMBRANE (TYP.)

ALSAN RS PRIMER OR APPROVED
MOISTURE MITIGATION PRIMER APPLIED
TO PREPARED SUBSTRATE (TYP.)

ACCEPTABLE ALSAN TRAFIK RS SURFACING
SEE SPECIFICATION FOR OPTIONS.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
OVER PREPARED & PRIMED SUBSTRATE.

ACCEPTABLE SUBSTRATE PREPARED
PER SOPREMA REQUIREMENTS.
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