HOLD BACK SURFACING & FINISH AS
REQUIRED TO PREVENT DRIPS &
RUNS WHERE NECESSARY.

PROVIDE 1/4" (6mm) MIN. X 45° CHAMFER @
CONCRETE SLAB EDGES. (TYP.)

ALSAN TRAFIK RS 730 FLASH MEMRANE-EXTEND
+/-6" (150mm) MINIMUM HORIZONTALLY ONTO
PREPARED & PRIMED SUBSTRATE.

ACCEPTABLE ALSAN TRAFIK RS SURFACING
SEE SPECIFICATIONS FOR OPTIONS.

" " ALSAN RS PRIMER OR APPROVED
MOISTURE MITIGATION PRIMER APPLIED
TO PREPARED SUBSTRATE (TYP.)

PREPARE, LEVEL & PATCH SUBSTRATE W/
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER PRIMING & PRIOR TO APPLICATION OF
ALSAN TRAFIK RS 730 MEMBRANE. (TYP.)

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
OVER ALSAN TRAFIK RS 730 MEMBRANE.

ACCEPTABLE SUBSTRATE PREPARED
PER SOPREMA REQUIREMENTS.

ALSAN TRAFIK RS 730 FIELD MEMBRANE

EXTEND DOWN FULL
FACE OF SLAB OR TO
ACCEPTABLE DRIP
LOCATION (TYP.)

-

GRIND & RECESS SUBSTRATE AS REQUIRED TO
ALLOW FLUSH INSTALLATION OF ALSAN TRAFIK
RS MEMBRANE, MORTAR & SURFACING.

OPTIONAL TOPCOAT OF ALSAN TRAFIK RS 787 CF
PRE-MIXED W/ ALSAN RS LIQUID THIXO FOR
AESTHETIC COLOR FINISH WHERE REQ'D.
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