NOTE:

THIS FLASHING DETAIL DOES NOT WARRANT AGAINST
LEAKS THAT MAY OCCUR DUE TO WATER INFILTRATION
THROUGH ADJACENT UNTREATED AREAS OR
PERIMETER DISCONTINUITY OF WATERPROOFING.

SYSTEM & CURB (BY OTHERS)

4" (100 mm)
MINIMUM

ACCEPTABLE ALSAN TRAFIK RS SURFACING
SEE SPECIFICATIONS FOR OPTIONS.

ALSAN RS PRIMER OR APPROVED
MOISTURE MITIGATION PRIMER APPLIED
TO PREPARED SUBSTRATE (TYP.)

PREPARE, LEVEL & PATCH SUBSTRATE W/
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER PRIMING & PRIOR TO APPLICATION OF
ALSAN TRAFIK RS 730 MEMBRANE.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
OVER ALSAN TRAFIK RS 730 MEMBRANE.

ALSAN TRAFIK RS 730 MEMBRANE APPLIED
OVER PREPARED & PRIMED SUBSTRATE.

ALSAN TRAFIK RS 730 FLASH MEMBRANE STRIP-
PRESATURATE EDGE OF FLEECE W/ RESIN & TUCK
INTO 1" (25mm) MIN. DEEP SAW-CUT REGLET (TYP.)

GRIND, RECESS & BEVEL SLAB AS REQUIRED
SO LEADING EDGE OF ALSAN TRAFIK RS
SYSTEM IS FLUSH W/ CURB LINE.

ACCEPTABLE FILLER OR SEALANT AS REQ'D.
BETWEEN EDGE OF ALSAN TRAFIK RS
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USAGE OF THIS DETAIL IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAILS.

PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.
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