SOPRAMASTIC SP1 SEALANT OR ACCEPTABLE
SEALANT BY OTHERS.

2-PIECE METAL COUNTER-FLASHING BY
OTHERS SET INTO SAWCUT REGLET.
.040 ALUMINUM BASE FLASHING TO ALLOW
FOR LATERAL BUILDING MOVEMENT-FASTEN
BASE FLANGE 6" (150mm) O.C. MAXIMUM,
STAGGERED 1" (25mm).
7 (1) PLY ALSAN TRAFIK RS 730 FLASH MEMBRANE
EXTENDED 4" (100mm) MIN. HORIZONTALLY
7/ ONTO PREPARED & PRIMED SUBSTRATE.
SOPRADRAIN ECOVENT, ROCKWOOL OR BATT
INSULATION AS REQUIRED TO FILL CAVITY.
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
/OVER ALSAN TRAFIK RS 730 MEMBRANE.

ACCEPTABLE ALSAN TRAFIK RS SURFACING
SEE SPECIFICATIONS FOR OPTIONS.

PREPARE, LEVEL & PATCH SUBSTRATE W/
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER PRIMING & PRIOR TO APPLICATION OF
ALSAN TRAFIK RS 730 MEMBRANE. (TYP.)

ALSAN TRAFIK RS 730 FIELD MEMBRANE

8" (200 mm) MINIMUM

FROM EDGE OF METAL BASE FLASHING.

DO NOT APPLY ALSAN TRAFIK RS
SURFACING OR FINISH OVER METAL
BASE FLASHING FLANGE (TYP.)

HOLD BACK SURFACING MIN. 1/2" (13mm)

4" (100 mm)
MINIMUM

ACCEPTABLE SUBSTRATE PREPARED
PER SOPREMA REQUIREMENTS.

— GAP BETWEEN SLAB & WALL
AS REQUIRED FOR VENTING.
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