
STRIPS @ ALL ANGLE CHANGES & TRANSITIONS

4" (100 mm) WIDE ALSAN TRAFIK RS 730 FLASH 

AS SPECIFIED OR REQUIRED.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

APPLYING ALSAN TRAFIK RS SURFACING.

PREPARE, LEVEL & PATCH SUBSTRATES W/

ALSAN RS PASTE (NON TRAFFIC BEARING) OR 

ACCEPTABLE STRUCTURAL SUBSTRATE

PREPARED PER SOPREMA REQUIREMENTS.

2" (50 mm)

MINIMUM

ACCEPTABLE ALSAN TRAFIK RS SURFACING

SEE SPECIFICATION FOR OPTIONS.  

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

OVER MEMBRANE ON STAIR TREAD (TYP.)

(TRAFFIC BEARING) AFTER PRIMING & PRIOR TO 

STAIR TREAD

(WIDTH AS REQUIRED)
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GRIND SLAB TO FORM THICKENED

NOSING W/ ALSAN TRAFIK RS

MORTAR AS REQUIRED (TYP.)

PRE-MIXED W/ ALSAN RS LIQUID THIXO @ RISERS

WHERE REQUIRED APPLY ALSAN TRAFIK RS 787 CF

FOR AESTHETIC COLOR  FINISH (TYP.)
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TO ALLOW FLUSH INSTALLATION OF FLASHING

GRIND & RECESS CONCRETE AS REQUIRED

MEMBRANE, MORTAR, & SURFACING (TYP.)
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SECTION @ STAIR TREAD/RISER

CONCRETE PROTECTION & SURFACING

ALSAN TRAFIK RS
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