NOTE:

THIS DETAIL SHOULD BE USED FOR MINOR
CRACKS 1mm OR LESS IN WIDTH. MOVEMENT
MAY CAUSE MINOR COSMETIC CRACKS OR
CRAZING IN FINISH TOPCOAT AND/OR
SURFACING OVER CRACK AREA.

MINOR COSMETIC CRACKS MAY
OCCUR IN SURFACING OR FINISH
DUE TO EXCESSIVE MOVEMENT.

4" (100 mm) WIDE MINIMUM ALSAN TRAFIK
RS 730 FLASH MEMBRANE STRIP CENTERED
OVER CRACK IN SUBSTRATE.

ACCEPTABLE ALSAN TRAFIK RS SURFACING
SEE SPECIFICATION FOR OPTIONS.

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
APPLIED OVER MEMBRANE FLASHING. (TYP.)

GRIND & RECESS CONCRETE AS REQUIRED
TO ALLOW FLUSH INSTALLATION OF
MEMBRANE & SURFACING (TYP.)

ALSAN RS PRIMER OR APPROVED
MOISTURE MITIGATION PRIMER APPLIED
TO PREPARED SUBSTRATE (TYP.)

ROUTE CRACK & FILL WITH ALSAN
TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER APPLYING PRIMER (TYP.)

CRACK (1 mm OR LESS)
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