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KEE MEMBRANE

WALKWAYS & PROTECTION PADS

USAGE OF THIS DETAIL IS GOVERNED BY THE TERMS OF SERVICE FOR SOPREMA DETAILS.

PLEASE CONSULT THESE TERMS OF SERVICE PRIOR TO UTILIZING THIS DRAWING.
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NOTES:

1. SOPREMA DETAIL DRAWINGS: REFER TO SOPREMA AND OTHER RELATED PUBLISHED DOCUMENTATION, PRODUCT DATA SHEETS (PDS) AND SAFETY DATA SHEETS (SDS) FOR ADDITIONAL

INFORMATION. ALL DETAIL DRAWINGS AND RELATED INSTALLATION GUIDELINES ARE PROVIDED BY SOPREMA FOR THE SOLE PURPOSE OF ISSUING A SOPREMA WARRANTY.  ACCORDINGLY, THE

DETAIL DRAWINGS ARE NOT OFFERED, AND SHOULD NOT BE CONSIDERED, AS A SUBSTITUTE FOR PROFESSIONAL DESIGN SERVICES.

2. HOT WORK: THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING APPROPRIATE CONDITIONS TO UTILIZE HOT-AIR WELDING EQUIPMENT. REFER TO LOCAL CODES AND BUILDING OWNER'S

REQUIREMENTS FOR HOT WORK OPERATIONS.

SENTINEL WALKWAY PAD

SENTINEL KEE MEMBRANE

INSTALL WALKWAY PAD A MINIMUM

OF 2" FROM SIDE AND END LAPS

SENTINEL S BONDING ADHESIVE

HOT-AIR WELD A MINIMUM 1.5"

CONTINUOUS WELD AROUND PERIMETER

OF WALKWAY PAD

CUT WALKWAY PAD IN MAXIMUM 10' LENGTHS

SENTINEL S BONDING ADHESIVE

SENTINEL KEE WALKWAY PAD

SENTINEL KEE FIELD MEMBRANE


