FRONT VIEW

NEW OR EXISTING WINDOW (TO REMAIN)

REMOVE EXISTING SEALANT BETWEEN
DOOR FRAME & JAMB AS REQUIRED TO
INSTALL ALSAN TRAFIK RS 730 MEMBRANE.
APPLY ALSAN TRAFIK RS 730 FLASH MEMBRANE
AT WINDOW SILL & SIDE JAMBS EXTENDING
& TERMINATED BEHIND WINDOW FRAME.
APPLY SOPRAMATIC SP1 OR ACCEPTABLE
SEALANT BETWEEN WINDOW FRAME & ALSAN
TRAFIK RS 730 MEMBRANE AS REQUIRED. (TYP.)
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ALSAN TRAFIK RS 730 FLASH MEMBRANE EXTENDED

BEHIND WINDOW FRAME AS REQUIRED OVER
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PREPARED & PRIMED SUBSTRATE.

ACCEPTABLE ALSAN RS TRAFFIC SURFACING
SEE SPECIFICATIONS FOR OPTIONS.
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OR AS REQ'D. TO
WALL FLASHING

2" (50 mm) MINIMUM Nz
MATCH HEIGHT OF
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ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
OVER PREPARED & PRIMED SUBSTRATE.

PREPARE, LEVEL & PATCH SUBSTRATE W/
ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR
AFTER PRIMING & PRIOR TO APPLICATION OF
ALSAN TRAFIK RS 730 MEMBRANE. (TYP.)

4" (100 mm)
MINIMUM

ALSAN RS PRIMER OR APPROVED
MOISTURE MITIGATION PRIMER APPLIED
TO PREPARED SUBSTRATE (TYP.)
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