
ALSAN TRAFIK RS 730 FLASH MEMBRANE TARGET

AS REQUIRED TO FIT AROUND BASE

OF DRAIN FIXTURE.

PREPARE, LEVEL & PATCH SUBSTRATE W/

ALSAN TRAFIK RS 730 FLASH SKIRT WRAPPED

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

AFTER APPLICATION OF PRIMER. (TYP.)

AROUND FIXTURE HOUSING W/ 3" (75mm) FINGERS

& 1" (25mm) RETURN OVERLAP & UPTURN (MIN.)

4" (100 mm)

MINIMUM

ACCEPTABLE ALSAN TRAFIK RS SURFACING - SEE

SPECIFICATION FOR OPTIONS.  DO NOT EXTEND

RECESS CONCRETE AS REQUIRED TO INSTALL ALSAN

TRAFIK RS FLASH 730 MEMBRANE AROUND DRAIN.

ALSAN TRAFIK RS SURFACING ONTO COVER/GRATE.

FILL VOID W/ACCEPTABLE NON-SHRINK PRECISION

NON-METALLIC PORTLAND CEMENT OR EPOXY

BASED GROUT AS REQUIRED (BY OTHERS)

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

OVER PREPARED & PRIMED SUBSTRATE.

ACCEPTABLE DRAIN ASSEMBLY.  PREPARE &

PRIME DRAIN AS REQUIRED BEFORE APPLYING

ALSAN TRAFIK RS 730 FLASH MEMBRANE.

ALSAN RS PRIMER OR APPROVED

MOISTURE MITIGATION PRIMER APPLIED

TO PREPARED SUBSTRATE (TYP.)

RECESS CONCRETE AS REQUIRED TO

ALLOW FLUSH TRANSITION.
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