
OVERLAP 4" (100 mm) MINIMUM HORIZONTALLY 

(1) PLY ALSAN TRAFIK RS 730 FLASH MEMBRANE

@ TREAD/RISER INTERSECTION (TYP.)

ALSAN TRAFIK RS 733 SELF-LEVELING MORTAR

APPLYING ALSAN TRAFIK RS 730 MEMBRANE.

PREPARE, LEVEL & PATCH SUBSTRATES W/

ALSAN RS PASTE (NON TRAFFIC BEARING) OR 

ACCEPTABLE STRUCTURAL SUBSTRATE

PREPARED PER SOPREMA REQUIREMENTS.

4" (100 mm)

MINIMUM

(TRAFFIC BEARING) AFTER PRIMING & PRIOR TO 

STAIR TREAD

(WIDTH AS REQUIRED)
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REBAR, DOWEL, OR PIN -  FULLY ENCAPSULATE

& FLASH PER SOPREMA STANDARD

DETAIL RS-P2E OR RS-P2E1 (TYP.)

DRAINAGE MAT AS SPECIFIED OR REQUIRED.

SOPRABOARD OR ACCEPTABLE SOPRADRAIN

PRECAST OR CUT STONE STAIR TREADS SET

IN MORTAR BED AS REQUIRED (BY OTHERS)
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DWALDRON

PRECAST MUDSET STAIR TREAD

WATERPROOFING & SURFACING

ALSAN TRAFIK RS FULLY REINFORCED
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